AD Enclosure - MC7 Section 1 MC7

Search and Secure Procedure MC7_1.vV2.0
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W 0) Operators should bring flashlights to help in the secure.
00) “A” & “B” enter from the west side, after getting keys from the MC7 remote keytree in the MDB.
s - 000) Note: The MC7 key fob has 2 keys on it, one for the enclosure, the other for the gate by the keytree.
% 1) “A” & “B” enter the enclosure and head to the upstream end, where they split up. “A” goes to the east
L side of the blocks and “B” the west side

2) “B” resets Interlock Box #1. If “A” didn’t bring the second set of Meson Reset keys, “B” passes the keys to “A”.
3) “A” & “B” start sweeping the enclosure.

4) “B” checks the area by the HVAC, continues sweeping and holds at the entrance.

5) “A” continues sweeping to the roll-up door and resets Interlock Box #2. If it does not make up, check that the
pin is in the interlock switch.

6) “A” continues to the hatch to M-Bottom, checking the padlock is locked. “A” checks the door is closed and
resets Interlock Box #3

7) “A’” continues sweeping to the gate between Sections 1 & 2, where Interlock Box #4 is. Closing the door, if
open, and resetting Interlock Box #4.

8) “A” continues sweeping to join up with “B”.

9) “A” & “B” reset Interlock Box #5 and control access out.
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