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0) Operators should bring both sets of the Meson Interlock reset keys and flashlights. a
00) Note: The MC7 key fob has 2 keys on it, one for the enclosure the other for the gate by the keytree.
1) "A" and "B" proceed to the upstream end of the enclosure to reset Interlock box #1.
2) "B" checks in front of the Jolly Green Giant and in the aperture and holds.
3) "A" sweeps the west side of the Jolly Green Giant and verifies the roll-up door is closed and locked off with a Meson OPS lock, if it

does not make up, check that the pin is in the interlock switch. Then makes visual contact with "BIO and holds.
4) "B" sweeps the east side of the Jolly Green Giant, makes contact with "A", resets Interlock Box #2 and proceeds to the edge of the

platform and holds. _
5) "A" continues to sweep the west side using the mirrors checking on top of the shielding blocks, proceeds to the ladder, makes contact

with "B", then checks on top of both magnets and the shielding blocks.
6) "A" and "B" meet up to go through the Fire Door, verifying it is closed after they pass through.
7) After passing through the Fire Door, "A" and "B" split up, "A" sweeps the west side and "B" the east side. Note: MC7AN3 is tied to the

MC7 Enclosure Interlocks and can be energized if the enclosure is secured. During a Search and Secure the red light should be off, if
not abort the secure and notify the Crew Chief.

8) "A" checks the door and resets Interlock Box #3.
9) "A" sweeps the area, using the rolling ladder to check on top of the platform. Then continues to check the downstream roll-up door to

verify it is closed and locked off with a Meson OPS lock then resets Interlock Box #4. If it does not make up, check that the pin is in the
interlock switch.

10) "B" continues to sweep the East side, checking on top the cable trays using the mirrors to help. "B" holds until "A" finishes sweeping and
makes contact with "B".

11) "A" and "B" exit the enclosure and reset Interlock Box #5 on the outside.
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